2,7 - 37,9 kW
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» Ceiling/wall mounted split unit

» CnnuMT-cUCTEMbI NS HACTEHHOr o / NOTONIOYHOIO MOHTaXa

» Split Klimagerat zur Decken- oder Wandmontage




Standard
features

Conditioned air ‘

Split unit complete with outdoor
motocondenser and indoor evaporating
part (ceiling- or wall-mounted)
Programmable microprocessor
6-poles condenser fan for a low noise
level

Multi-speed indoor fans

Double drain pain

Adjustable air discharge grill

Plug Fan

Ductable execution

CTAHOAPTHbIE
XAPAKTEPUCTUKU

B KOMMNEKT CranT-CHCTEMbI BXOAUT
HapYXHbliA KOMMPECCOPHO KOHAEHCATOPHI 1
BHYTPEHHWI nCnapuTenbHbIA 610KV (Ans
MOTONO4HOIO MM HACTEHHOrO MOHTAXa)
MpOrpamMM1pyeMbIii MUKPOMPOLECCOP
6-MOMOCHBIA ManOLLYMHbIA BEHTUNATOP
KOMMPECCOPHO-KOHAEHCATOPHOro 6110Ka
MHOTOCKOPOCTHbIE BEHTUNATOPbI BHYTPEHHErO
6noka

[LBOHOM ApEHaXHbIA NOALOH

PErymmpyemble PELLETKY pacnpefeneHis
B03ayXa

6ECKOPMYCHbIE BEHTUIATOPbI C 3arHyThbiMM
Hazan

kaHarnbHoe UCnonHerue
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Ceiling-mounted Version with Free-Cooling module
Mogenb anst NOTONOYHOrO MOHTaXa ¢ Monynem CBOBOAHOIO OXNTAXKAEHNS

Deckenhangende Version mit Freikihl

Modul

Standard
Merkmale

Split Klimagerat Kompressor/
Kondensatoreinheit zur
Aussenaufstellung und
Verdampfereinheit zu Innenmontage
(wand-oder deckenhéngend)

Frei programmierbare
Mikroprozessorregelung
Gerauscharmer 6-poliger
Kondensatorventilator
Mehrstufiger Verdampferventilator
Doppelte Kondensatwanne
Verstellbares Luftaustrittsgitter
Ventilator mit Freilaufrad
Kanalanschluss méglich

Conditioned air .
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Air
return

Wall-mounted Version
MO,E[EJ'II: AN HACTEHHOro MOHTaxka
Wandhangende Version

A




Standard
features

HTSI: INDOOR UNITS
HTSI: BHYTPEHHWIA BNOK
INNENGERAT

CTAHAAPTHbIE Standard
XAPAKTEPUCTUKMU Merkmale

| HTS025 | HTS035 | HTS045 HTS056 | HTS073 | HTS090 | HTS105 | HTS120 | HTS145 |HTS310 HTS380

Total Cooling Capacity*
MonHas X0n0A0NpPON3BOANTENbHOCTb®
Gesamtkalteleistung*

w27 ‘ 36 ‘ 45 ‘ 56 ‘ 73 ‘ 9 ‘ 104 ‘ 12 ‘14,25 308 ‘ 37,9

Standard Power Supply
CTaHuapTHoe S/1eKTponuTaH1e
Nennspannung

VI-HZ 230/1/50 400/3/50

Fan's Absorbed Power
OnekTponoTpebneHne BeHTUNATOPA
Zuluftventilator(en) aufgenommene Leistung

w90 ‘ 110 ‘ 100 ‘ 260 ‘ 20 ‘ 400 ‘ 460 ‘ 610 ‘ 590 | 880 ‘ 880

Refrigerating Circuit
XonoaunsHbIi KOHTYp
Anzahl Kaltekreislaufe

Air-Flow
Pacxop Bo3gyxa
Luftvolumenstrom Verdampfer

m¥h 950 930 1400 1400 2200 2200 2200 3200 3200 7750 7750

Free-Cooling Airflow
Pacxop Bo3fiyxa B pexume «CBOGOAHOT0 OXNAXAEHNS»
Luftvolumenstrom bei Free-Cooling

m¥h 810 790 1190 1190 1870 1870 1870 2720 2720 6600 6600

Total Free-Cooling Temperature
TeMﬂepaTypa NOJIHOTO <<CBOéOﬂHOI’0 oXnaxpaeHus»
Full Free-Cooling Temperatur

°C 17,5 135 15,8 13 15,5 127 105 14 1.2 12,6 93

Dimensions (L x H x D)
Paameps! ([ xBxT)
Abmessungen (Lx HxT)

mm 1040 x 350 x 590

040 x 350 x 990 1140 x 400 x 1090 1500x685x1090

Weight
Bec
Gewicht

kg 64 64 83 83 87 9% % 105 106 250 250

* Indoor Conditions 27°C 40% r.h. ; Outdoor Conditions 35°C/* PacueTHble napameTps! B nomewenun: 27°C 40% oTH. B.; HapyxHble ycnosus: +35°C / * Raumbedingungen 27°C/ 40% ; Aussenlufttemperatur 35°C
** Ceiling mounting only /™ MoHTaX TofbKo Ha noToAke / ** Nur zur Deckenmontage

HTSO: OUTDOOR UNITS
HTSO: HAPYXHBIV BNTOK
AUSSENGERAT

‘ HTS025 ‘ HTSO35‘ HTS045 ‘ HTS056 ‘ HTS073 ‘ HTS090 ‘ HTS105 ‘ HTS120 ‘HTS145 ‘HTS3?6‘HTS3§6‘

Standard Power Supply
CraHpapTHOe 3neKkTponuTaHne
Nennspannung

VI-HZ 230/1/50 400/3/50

Total Absorbed Power
JnekTponoTpebneHne BeHTUNSTOPA
Totale Leistungsaufnahme

w 940 1150 1320 1760 2280 2560 3070 3720 4670 97 121

Total Absorbed Current
X0NnoAnNbHbIA KOHTYP

Totale Stromaufnahme A 34 46 49 74 9,6 45 51 6,2 82 19,9 24,0
Compressor Rotary RotaryScroll

Komnpeccop Type Rotary Rotary/Scroll Scroll

Kompressor Rotary Rotary/Scroll 1

Refrigerating Circuit

XonoAunbHbI KOHTYPYPOBEHb 3BYKOBO MOLUHOCTH
Anzahl Kaltekreislaufe

Air-Flow
Pacxon Bo3gyxa
Kondensator Luftvolumenstrom

mh 2250 2050 3450 3350 3350 5100 5100 5580 5450 9300 | 16280

Sound Power Level
YpoBeHb 38yK0BOI MOLHOCTH

Schalleistungspegel db(A) 68 68 69 69 70 70 73 Ul Al 7 73
Sound Pressure Level @ 10 m f.f.

YpoBeHb 3ByK0BOr0 aBNeHvs Ha paccTosHi 10 M

Schalldruckpegel @ 10 m Freifeldmessung db(A) | 41 2 2 43 3 46 M 44 a4 45

Dimensions (L x H x D)
Paamepe! ([ xBxT)

1565x | 1990 x
1300x | 1485x

Abmessungen (Lx Hx T) mm 600 x 580 x 350 990 x 630 x 360 1120 x 1128 x 578 600 950
Weight

Bec

Gewicht kg 77 78 86 86 92 98 106 130 133 332 492

** Ceiling mounting only /™ MoKTaX TonbKo Ha noTonke / ** Nur zur Deckenmontage




Options

&

accessories

Emergency cooling 24 Vdc or 48 Vdc
Electronic driven electrical expansion
valve

Electrical heaters

Additional modulating Free-Cooling
damper

Condensing control with modulation
of the fanspeed

Epoxy coating or copper/copper
version of the condenser coil
Remote PGD display

Programmable microprocessor
Evaporator fan with backward
curved blades and EC motor

Serial cards for protocols:

Carel / Modbus / Lonworks / Trend
HIWEB Hardware: Ethernet card for
protocols: Bacnet / SNMP

HIWEB Software: Ethernet card for
Web connectivity

GSM modem for SMS communication
LAN connection up to 8 units
Touch-Screen colour graphic display
Variable speed BLDC compressor

onuunuu
AKCECCYAPbI

OXTIQXKiEHIE MPY ABAPUIAHOM STIEKTPOMMUTAHUM
24Bwum 48 B

MEKTPOHHbIN PACLLMPUTENbHBIA KNanaH
NeKTpoHarpesarent

LONOMHUTENbHbII PEryMpyHoLLMiA KnanaH
CBOBOAHOIO OXNaX/AEHNS

KOHTPOMb KOHAEHCALMM C PEryNMPOBKONA
CKOPOCTX BEHTUNATOPA

3MOKCUAHOE MOKPbITUE W BAPUAHT Mefb/
Meflb Ten006MeHHIKa KOHAEHcaTopa
JIVCTaHLMOHHbIA aucnnein PGD

BexTunsop ucnaputens

C 06paHO3aKPyHEHHbIMYU NIONACTSIMM 1
NIEKTPOHHOKOMMYTHPYEMbIMI
anektpomoTopamy (EC MoTopamm)
MpOrpamMM1pyeMbIii MUKPOMPOLECCOP
CEpUiiHbIE KAPTbI A5 IPOTOKONOB:

Carel / Modbus / Lonworks / Trend
o6opynosatue HIWEB: kapTbl Ethernet

[N MPOTOKOMOB MPOrpaMMHoe 6ecneyeHime:
Bacnet / SNMP

HIWEB: kapta Ethernet ans nogksoyenms K
Web

GSM Mozem Ans noakntoueHns yenyrn SMS
MOAKIKOYEHNE L0 8 CUCTEM B NOKANBHOM CETH
LIBETHOM rpach4eckmit AUCTINEN C CEHCOPHBIM
9KpaHOM

NHBEPTOPHbIN Komnpeccop BLDC

Optionen
& Zubehor

Notbetrieb mit doppelter
Stromversorgung 24 Vdc oder 48 V/dc
Elektronisch geregeltes
Expansionsventil

Elektroheizung

Zusétzliches (ausziehbar)
modulierendes
FreikUhlklappenmodul
Kondensationsdruckregelung
mittels Ventilatormodulation
Kondensatorbatterie mit
Epoxybeschichtung oder in
Kupfer/Kupfer Ausflihrung
Fernbedienbares PGD Display

Frei programmierbarer
Mikroprozessor
Verdampferventilator mit rickwarts
gekrimmten Schaufeln und EC
Motor

Schnittstellenkarten fir:

Carel / Modbus / Lonworks / Trend
Protokolle

HIWEB Hardware: Ethernet
Schnittstellenkarten fir:

Bacnet / SNMP

HIWEB Software: Ethernet Karte fir
Web Zugang

GSM Modem fiir SMS Kommunikation
LAN Verbindung fir bis zu 8 Gerate
Grafisches Touch-Screen Display
Inverter geregelte Scroll
Kompressoren BLDC




