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APC ComparisonAPC ComparisonAPC Comparison
Liebert 
APM

Symmetra PX 
16kW per Module

Symmetra PX 
25kW per Module
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YesYesYesHot swappable

0.5 Lead -0.5 Lag?0.5 Lead -0.5 LagLoad PF

96% from 50% to 100% load94%@full load>95% from 30% to 
100% load; 95,7% maxEfficiency

Attribute Liebert APM APC Symmetra PX
16kW

APC Symmetra PX
25kW

Module Power kW 
(kVA) 30(30) 16(16) 25(25)

N° of parallelable 
module in one rack 5 10 10

Parallelable racks 4 1 2

Power module 
dimension and 

weight
19’’x3Ux650mm; 35kg 19’’x3Ux700mm, 26kg 19’’x4Ux705mm

Rack dimension 600×1100×1996; 600x900x2070 ?

Module control Distributed Centralized Centralized
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10’ touch screen on the rack 
door

Little display 
accessible with closed 

door

9x12cm Graphic, on the 
rack doorDisplay

NoNoYesSleeping mode

54dBA64dBA52 to 62dBANoise level

Attribute Liebert APM APC Symmetra PX
160kW

APC Symmetra PX
250kW

Input voltage 
tolerance 305V - 477V 305V - 477V 340 - 460

Input frequency 
tolerance 40Hz – 70Hz 45 - 65 Hz 40Hz – 70Hz

Input PF 0.99 @100% load 
0.98@ 50%load ? 0.99

THDI <3% <5%@ 100% load <5%@ 100% load

Overload
105% load, 60min 
125% load, 10min 
150% load, 1min 

125% load, 10min 
150% load, 1min

125% load, 10min 
150% load, 1min
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7.2Ah7.2Ah8Ah, High dischargeBattery Type

CommonCommonCommonBattery Topology

10.5x4Ux620, 25kg10.5x4Ux620, 25kg14×132(3U)×810, 29kgBattery Box 
Dimension & weight

Attribute Liebert APM APC Symmetra PX
16kW

APC Symmetra PX
25kW

Static Bypass type 
and location

3U module , in the 
power rack

3U module , in the 
power rack In the I/O frame

Static Bypass 
Rating

135% of full system 
rating Full system rating 2 models for 250kW and 

500kW
Maintenance 

Bypass location In the power rack In a wall mounted 
cabinet In the MBwD cabinet

Internal Battery 
Runtime

30m@30kW
10m@60kW
5m@90kW

12m@32kW -


